Minimum Allowable Header Spans for Roof Loads For Single Story SFR (46 Ibsi-. Snow Load)

Up to a 24' wide bullding Up to a 28' wide bullding Up to a 32' wide bullding Up to a 38" wide bullding Up to a 40' wide bulldlng
with 2' eaves with 2' eaves with 2' eaves with 2' eaves with 2' eaves
Exterior Wall Openings
Header Span Material Size Header Span Material Siza Header Span Materlal Size Header Span Materlal Size Header Span . Material Size
00" to 40" () 2'x 8" 00" to 40" (2) 2'x 8 0'0" to 40" (2) 2'%10" 00" fo 40" (@ 2x10" | 00" to 40" (2) 2% 10"
41" to 60" (3) 2"x12" 41" to 60" (@) 212 41" to 60" (1) 1% x91/2" 41" to 60" (1) 13" x 9172 41" to 6'0" 1 1% x 91/2"
; Vera-Lam Vera-Lam Vera-Lam
61" to 80" () 1 W' x9 %" 6'1" to 80" (2) 13" x9 %" 6'1" to 80" (2) 1% x9 %" 61" to 8'0" | (2 1% x9n" 61" to 8'Q". @ 1Wxaun
s an ] @D 1A xR . von] (2 1 W' x117/8" ' qu s o 3 ' o | qoan oyl 21 7R XN 7Y - e | (21 78 x11.7/8"
81" t6o 10'0 Versa-Lam 81" to 10'0 " Versa-Lam 81" to 10°0"| (2) 1%"x11 7/8"| 81 tp 10' 0 Versa-Lam - 81" to 10'0 Versa-Lam
Garage Door Headers for a Load Bearing Wall
iz () 1% x 11 778" of . (2) 1 %" x 11 7/8" of - (2()1)1 ;”;ffl”’%eﬂ 2 (@) 25/8"x 14 7/8 i (2) 258" x 11 7/8"
Versa-lLarfi~ - VersazLam
Versa-Lam )
. . . , . ull . (1) 8% x 11 7/8" . 1) 5% x 11 778" \ (1) 5% x 11 7/8"
14 (2) 1 %' x117/8 14 (2 1% x117/8 14 Versa-Lam 14 Versa-Lam 14 Versa.Lam
Versa-Lam Versa-Lam
) 16 (1) 51/8"x 11 7/8" 16 (1) 51/8"x 14" 18 (1) 51/8"x 14" 16 OF:] %" X 14" Vers 16 (1) 51/4"x 16"
Versa-Lam Versa-Lam Versa-Lam Lam Versa-Lam
. (1) 51/8"x 14" , (1) 8% x 15" . (1) 8 %" x 18%" , (1) 7" x 14" , (1) 7'x16"
18 Versa-Lam 18 Glu-Lam 18 Glu-Lam 18 Versa-Lam 18 Versa-Lam

Garage Door Headers for a Gable End

8' Garage Door Opening

10' Garage Door Opening

12' Garage Door Opening

16' Garage Door Opening

18' Garage Door Opening'

(2 2"x 8"

(2) 2"x 10"

@) 2" x 12"

(2) 13%4"x 9" Versa-Lam

(2) 1%"x 11 7/8" Versa-Lam




