
GAS SHUT
OFF

REFER TO UNIFORM MECHANICAL CODE FOR COMPLETE REQUIREMENTS

LISTED EXHAUST DUCT

GAS 
SERVICE

UNION
DRIP LEG

CONDENSING FURNACES EXHAUST PER 
MANUFACTURES SPECIFICATIONS

CONDENSATE PUMP
CONDENSATE DISCHARGE TO
AN APPROVED LOCATION

NOT TO SCALE
FURNACE TO BE LOCATED IN AN APPROVED LOCATION WITH THE MINIMUM REQUIRED AREA FOR SERVICE
PROVIDE ADEQUATE COMBUSTION AIR PER MANUFACTURES SPECIFICATIONS

LEVEL AS THE EQUIPMENT FOR MAINTENANCE
A 120-VOLT SERVICE RECEPTACLE SHALL BE LOCATED WITHIN 25 FEET OF AND ON THE SAME 
REQUIRED BY THIS CODE TO BE ACCESSINLE OR READILY ACCESSIBLE
A PERMANENT SWITCH CONTROLLED LIGHTING SHALL BE INSTALLED FOR MAINTENANCE OF EQUIPMENT
TO EACH PIECE OF EQUIPMENT, SSU BOX
AN APPROVED INDEPENDENT MEANS OF DISCONNECT FOR THE ELECTRICAL SUPPLY
LOCATION AHEAD OF THE UNION OR APPLIANCE CONNECTOR WITHIN 36" OF THE EQUIPMENT.
PIPING SERVING EACH PIECE OF FUEL BURNING EQUIPMENT AT AN ACCESSIBLE
AN APPROVED FUEL SHUTOFF VALVE SHALL BE INSTALLED IN THE FUEL SUPPLY

FURNACE REQUIREMENTS


