
COLD WASTER SHUT OFF

COLD WATERHOT WATER

PLUMBERS TAPE NOT ALLOWED.  
20 GA. STRAP 2"IN WIDTH REQUIRED 
OR PROVIDE PROFESSIONAL ENGINEERING.

SEISMIC STRAPS

T & P RELIEF WATER DRAIN
TO WITHIN 6" OF FLOOR

GAS SUPPLY4" MIN.
GAS SUPPLY TO INCLUDE A 
DRIP LEG, GAS VALVE AND UNION

1/4" x 3' LAG SCREW 
W/FLAT WASHER

WATER HEATER

NO WATER HEATER WHICH DEPENDS ON FUEL
COMBUSTION FOR HEAT SHALL BE INSTALLED
IN ANY ROOM USED OR DESIGNED TO BE
USED FOR SLEEPING PURPOSES, BATHROOM,
CLOTHES CLOSET OR IN ANY CLOSET OR
OTHER CONFINED SPACE OPENING INTO ANY
BATHROOM.  EXCEPTION IS A SEALED
COMBUSTION UNIT 

PLUMBERS TAPE NOT ALLOWED.  
20 GA. STRAP 2"IN WIDTH REQUIRED 
OR PROVIDE PROFESSIONAL ENGINEERING.

WATER HEATERS NOT ALLOWED IN CRAWL SPACES

DRIP PLAN TO BE DRAINED TO AN APPROVED 
LOCATION.  ie (FLOOR DRAIN WITH A TRAP 
PRIMER OR A CONDENSATE PUMP

PAN  REQUIED
WHERE WATER HEATERS OR HOT WATER
STORAGE TANKS ARE INSTALLED IN LOCATIONS
WHERE LEAKAGE OF THE TANKS OR CONNECTIONS
WILL CAUSE DAMAGE, THE TANK OR WATER
HEATER SHALL BE INSTALLED IN A GALVANIZED
STEEL PAN HAVING A MINIMUM THICKNESS OF 24
GAUGE, OR OTHR PANS APPROVED FOR SUCH USE.

STANDARD HOT WATER HEATER REQUIREMENTS


